
INSITUTIONAL OCCUPANCY: HOSPITAL / NURSING HOMES

Minimum requirements for fire fighting Installations for Hospital (Table 23 - part – 4 
N.B.C of India 2005)                                                                                                  

I. Below 15 Meters of Height and Plot area up to 1,000 Sq. Meters
A)  Hospital up to Ground + One stories with Beds.
Sl. No Particulars of fire fighting installations Required

1. Fire Extinguishers
(ABC Powder 5 KG capacity 2.Nos for every 600 Sq.Meter built up area with 
minimum 4.Nos per floor.)

Required

2. Hose Reel (1.Nos for ever 1000 Sq.Meter built up area) Required
3. Down Comer (1.Nos for ever 1000 Sq.Meter built up area) Required
4. Automatic Sprinkler System in basement Required
5. Manually operated electrical alarm system Required
6. Terrace Tank 5,000 Liters(10000 liters if there is basement) Required
7. One Booster pump of 450m LPM(900 Lpm if there is basement) Required
8. Fire Doors for lift and staircase lobbies in cellar and also at appropriate 

Places in the escape route.
Required

9 Smoke Barriers /vents Required
10 Location of Transformer to be indicated in plan and fire protection to be provided Required
11 MCB Circuit breakers and Electrical Safety Required
12 Emergency Lighting with 2 Hours Battery Backup & Auto Glow exit signs Required
13 The staff shall be trained in evacuation/ handling Fire Equipment Required
14 Provision of openable windows in staircase landing Required

B)   Hospital up to Ground + 2 or more stories More Floors with Beds.
1. Fire Extinguishers.

(ABC Powder 5 KG capacity 2.Nos for every 600 Sq.Meter built up area with 
minimum 4.Nos per floor.)

Required

2. Hose Reel (1.Nos for ever 1000 Sq.Meter built up area) Required
3. Wet Riser (1.Nos for ever 1000 Sq.Meter built up area) Required
4. Automatic Sprinkler System in basement. Required
5. Manually operated electrical alarm system. Required
6. Automatic Detection Alarm System. Required
7. Under Ground water tank 50,000 Liters Required
8. Terrace Tank 5,000 Liters (10,00 if there is basement ) Required
9. Fire Pumps:

1) One Electrical 1620 LPM One Diesel  1620 LPM
2) Jockey 180 LPM

Required

10 Smoke Barriers /vents Required
11 Location of Transformer  to be indicated  and fire  protection to be provided Required
12 MCB Circuit breakers and Electrical Safety Required
13 Emergency Lighting with 2 Hours Battery Backup &Auto Glow exit sings Required
14 The staff shall be trained in evacuation/ handling Fire Equipment Required
15 Provision of openable windows in staircase landing Required

  II) Less than 15 Meters in height and plot area More than 1,000 Sq. Meters.
1. Fire Extinguishers

(ABC Powder 5 KG capacity 2.Nos for every 600 Sq.Meter built up area with 
minimum 4.Nos per floor.)

Required

2. Hose Reel (1.Nos for ever 1000 Sq.Meter built up area) Required
3. Wet Riser (1.Nos for ever 1000 Sq.Meter built up area) Required
4. Yard Hydrant System Required
5. Automatic Sprinkler System in Basement Required
6. Automatic detection & alarm system Required
7. Manually operated electrical alarm system Required
8. Under Ground water Tank 1,00,000 Liters. Required
9. Terrace Tank 10,000 Liters Required

10. Fire Pumps at ground Level Water Tank 
One Electrical 1620 Lpm  One Diesel Pump 1620 Lpm
One Jockey Pump 180 Lpm

Required

11. Fire Doors for lift and staircase lobbies in cellar and also at appropriate 
Places in the escape route.

Required

12. Compartamation (Any Area Exceeding 500M2 shall be divided in to compartments 
by Fire Resistant walls)

Required

13. Smoke Barriers/ Vents. Required
14. Location of Transformer to be indicated in plan and fire protection to be provided Required
15. Location of Diesel  Generator Required
16. MCB Circuit breakers and Electrical Safety Required
17. Emergency Lighting with 2 Hours Battery Backup & Auto Glow Ext Signs Required
18. The staff shall be trained in evacuation/ handling Fire Equipment Required
19. Provision of openable windows in staircase landing Required
* Provision of evacuation chairs / Aluminum ladder 35 Fetes. Required
* Mist-Equipment (9 Liters Mist Extinguishers Minimum 2.Nos) Required

(* Mark indicates additional equipment advised in view of High Fire Hazard) 



MERCANTILE BUILDING (NON-MSB)
[Shops, Stores, Markets for display and sale of Merchandise either Wholesale or Retail]

Minimum requirements for fire fighting installations for Mercantile (Table 23 part –
4N.B.C of India 2005)

I. Below 15 Meters of Height and Plot area up to 500 Sq. Meters
A)  Mercantile up to Ground + First Floor covered area not exceeding 500 Sq. Meters
Sl. No Particulars of fire fighting installations Required

1. Fire Extinguishers
(ABC Powder 5 KG capacity 2.Nos for every 600 Sq.Meter built up area with 
minimum 4.Nos per floor.)

Required

2. Hose Reel (1.Nos for ever 1000 Sq.Meter built up area) Required
3. Down Comer (1.Nos for every 1000 Sq.Meter built up area.) Required
4. Automatic Sprinkler System in basement if basement area exceed 200 Sq. 

Meters
Required

5. Terrace Tank5000lit( 10,000 Liters  if basement is provided) Required
6. One Booster pump of 450m LPM (900 LPM if basement is provided) Required
7. Fire Doors for lift and staircase lobbies in cellar and also at appropriate 

Places in the escape route.
Required

8. Smoke Barriers /vents Required
9 Location of Transformer to be indicated in plan and fire protection to be 

provided
Required

10 MCB Circuit breakers and Electrical Safety      Required
11 Emergency Lighting with 2 Hours Battery Backup & Auto Glow Exit Signs.      Required
12 The staff shall be trained in evacuation/ handling Fire Equipment      Required
13 Provision of openable windows in staircase landing      Required

B)   Mercantile  Ground + 1 Storey and covered area exceeding  500 Sq. Meters.
1. Fire Extinguishers.

(ABC Powder 5 KG capacity 2.Nos for every 600 Sq.Meter built up area with 
minimum 4.Nos per floor.)

Required

2. Hose Reel. (1.Nos for ever 1000 Sq.Meter built up area) Required
3. Down Comer (1.Nos for ever 1000 Sq.Meter built up area). Required
4. Automatic Sprinkler System in basement if basement area exceed 200 Sq. 

Meters
Required

5. Manually operated electrical alarm system. Required
6. One Booster pump of 900m LPM Required
7. Terrace Tank 5,000 Liters (10,000 if the Basement exceeds 200 Sq. Meters) Required
8. Fire Doors for lift and staircase lobbies in cellar and also at appropriate 

Places in the escape route.
Required

9. Smoke Barriers /vents Required
10 Location of Transformer to be indicated in plan and fire protection to be 

provided
Required

11 MCB Circuit breakers and Electrical Safety      Required
12 Emergency Lighting with 2 Hours Backup& Autoglow Exit signs      Required
13 The staff shall be trained in evacuation/ handling Fire Equipment      Required
14 Provision of openable windows in staircase landing      Required

  II) Below 15 Meters and  More than Ground Plus One Storey
1. Fire Extinguishers

(ABC Powder 5 KG capacity 2.Nos for every 600 Sq.Meter built up area 
with minimum 4.Nos per floor.)

Required

2. Hose Reel (1.Nos for every 1000 Sq.Meter built up area) Required
3. Dry Riser (1.Nos for every 1000 Sq.Meter built up area) Required
4. Down Comer (1.Nos for every 1000 Sq.Meter built up area) Required
5. Automatic Sprinkler System in basement 200 Sq. Meters. Required
6. Manually operated electrical alarm system Required
7. Terrace Tank 5,000 Liters (10,000 if the basement exceed 200 Sq.Meteres) Required
8. One Booster pump of 900m LPM Required
9. Fire Doors for lift and staircase lobbies in cellar and also at appropriate 

Places in the escape route.
Required

10 Smoke Barriers /vents Required
11 Location of Transformer to be indicated in plan and fire protection to be 

provided
Required

12 MCB Circuit breakers and Electrical Safety      Required
13 Emergency Lighting with 2 Hours Battery Backup& Autoglow Exit signs      Required
14 The staff shall be trained in evacuation/ handling Fire Equipment      Required
15 Provision of openable windows in staircase landing      Required

  



7)    Minimum requirements for fire fighting installations for Office (Table 23 part – 4N.B.C 
Of India 2005
.                                                                                                                                                                               

I. Below 15  Metres Business(OFFICE) buildings

A) Business Building less than 10 metres Height
Sl. No Particulars of fire fighting installations Required

1. Fire Extinguishers
(ABC Powder 5 KG capacity 2.Nos for every 600 Sq.Meter built up 
area with minimum 4.Nos per floor.)

Required

2. Hose Reel (1.Nos for ever 1000 Sq.Meter built up area) Required
3. Down Comer (1.Nos for ever 1000 Sq.Meter built up area) Required
4. Automatic Sprinkler System in basement if area exceeds 200 Sq. 

Mtrs
Required

5. Manually Operated Electrical Alarm System Required
6. Terrace Tank 10,000 Ltrs (15000 lit if basement  is provided) Required
7. One Booster pump of 450m LPM (900 LPM if Basement is 

provided)
Required

8. Fire Doors for lift and staircase lobbies in cellar and also at 
appropriate Places in the escape route.

Required

9. Smoke Barriers /vents Required
10. Location of Transformer to be indicated in plan and fire protection 

to be provided
Required

11. MCB Circuit breakers and Electrical Safety      Required

12. Emergency Lighting with 2 Hours Battery Backup& Auto Glow 
Exit signs

     Required

13. Provision of openable windows in staircase landing Required

B) Business Building above 10 Metres but not exceeding 15 Metres Height
1. Fire Extinguishers.

(ABC Powder 5 KG capacity 2.Nos for every 600 Sq.Meter built up 
area with minimum 4.Nos per floor.)

Required

2. Hose Reel (1.Nos for ever 1000 Sq.Meter built up area) Required
3. Wet riser (1.Nos for ever 1000 Sq.Meter built up area). Required
4. Automatic Sprinkler System in basement if area exceed 200 Sq. 

Meters
Required

5. Manually operated electrical alarm system. Required
6. Automatic Detection and Alarm System Required
7. Underground sump of 50,000litres Required
8. Terrace Tank of 5,000 Liters (10000litres If basement area Exceed 

200 Sq.Meters).
Required

9. One Electrical and One Diesel pump of 2280 Lpm and one jockey 
pump of 180 Lpm at ground level and One Booster pump of 450 
LPM (900 LPM if Basement area exceed 200. Sq.Meters) at  terrace 
level

Required

10 Fire Doors for lift and staircase lobbies in cellar and also at 
appropriate Places in the escape route.

Required

11 Smoke Barriers /vents Required
12 Location of Transformer to be indicated in plan and fire protection 

to be provided
Required

13 MCB Circuit breakers and Electrical Safety      Required
14 Emergency Lighting with 2 Hours Battery Backup& Auto Glow Exit 

signs
     Required

15 Whether the staff trained in evacuation/ handling Fire Equipment.      Required
16 Provision of operable windows in staircase landing      Required

                                                



7)    Minimum requirements for fire fighting installations Lodging & Rooming (Table 23 part 4N.B.C 
Of India 2005.                                                                                                                                                                               

I. Less than 15 Meters in Height and up to 15 Meters.
I) Lodging & Rooming Houses
Sl. No Particulars of fire fighting installations Required

1. Fire Extinguishers
(ABC Powder 5 KG capacity 2.Nos for every 600 Sq.Meter built up area with 
minimum 4.Nos per floor.)

Required

2. Automatic Sprinkler System in basement if area exceeds 200 Sq. Mtrs Required
3. Terrace Tank 5,000 Liters (If basement  area exceeds 200 Sq.Meters) Required
4. Booster pump of 900m LPM (If basement  area exceeds 200 Sq.Meters) Required
5. Fire Doors for lift and staircase lobbies in cellar and also at appropriate 

Places in the escape route.
Required

6. Smoke Barriers /vents Required
7. Location of Transformer to be indicated in plan and fire protection to be 

provided.
Required

8. MCB Circuit breakers and Electrical Safety Required
9. Emergency Lighting with 2 Hours Battery Backup & Auto Glow Exit signs      Required

10. Provision of openable windows in staircase landing      Required

II) More than 15 and up to 30 Rooms
1. Fire Extinguishers.

(ABC Powder 5 KG capacity 2.Nos for every 600 Sq.Meter built up area with 
minimum 4.Nos per floor.)

Required

2. Hose Reel (1.Nos for ever 1000 Sq.Meter built up area) Required
3. Automatic Sprinkler System in basement (if Basement area exceed 200 Sq. 

Meters)
Required

4. Terrace Tank of 5000 Liters ( 10,000 Liters is Basement area exceed 200 
Sq.Meters)

Required

5. Booster Pump of 450 LPM (900 LPM if basement area exceeds 200 Sq.Mtrs) Required
6. Fire Doors for lift and staircase lobbies in cellar and also at appropriate 

Places in the escape route.
Required

7. Smoke Barriers /vents Required
8. Location of Transformer to be indicated in plan and fire protection to be 

provided
Required

9. MCB Circuit breakers and Electrical Safety      Required
10 Emergency Lighting with 2 Hours Backup& Auto Glow signs      Required
11 Whether the staff trained in evacuation/ handling Fire Equipment.      Required
12 Provision of openable windows in staircase landing      Required

III) More than 30 Rooms
1. Fire Extinguishers.

(ABC Powder 5 KG capacity 2.Nos for every 600 Sq.Meter built up area with 
minimum 4.Nos per floor.)

Required

2. Hose Reel (1.Nos for ever 1000 Sq.Meter built up area) Required
3. Automatic Sprinkler System in basement (if Basement area exceed 200 Sq. 

Meters)
Required

4. Manually Operated Electrical Fire Alarm System ( Required to be provided 
for building with more than Two Strories)

Required

5. Terrace Tank of 5000 Liters ( 10,000 Liters is Basement area exceed 200 
Sq.Meters)

Required

6. Booster Pump of 450 LPM (900 LPM if Basement area exceed 200.Sq.Meters) Required
7. Fire Doors for lift and staircase lobbies in cellar and also at appropriate 

Places in the escape route.
Required

8. Smoke Barriers /vents Required
9. Location of Transformer to be indicated in plan and fire protection to be 

provided
Required

10 MCB Circuit breakers and Electrical Safety      Required
11 Emergency Lighting with 2 Hours Battery Backup& Auto Glow Exit signs      Required
12 Whether the staff trained in evacuation/ handling Fire Equipment.      Required
13 Provision of openable windows in staircase landing      Required



7)    Minimum requirements for fire fighting installations for Schools (Table 23 Part – 4N.B.C 
Of India 2005
.                                                                                                                                                                               

I) Ground plus One floor (Height less than 06 Mtrs)
Schools & Educational Institution 
Sl. No Particulars of fire fighting installations Required

1. Fire Extinguishers
(ABC Powder 5 KG capacity 2.Nos for every 600 Sq.Meter built up area 
with minimum 4.Nos per floor.)

Required

2 Emergency Lighting with 2 Hours Battery Backup & Auto Glow Exit 
Signs.

Required

3. Minimum Two Staircases shall be provided if Occupant load of First 
Floor exceed 75 students.
NOTE:
(As per the clause 4 table 21 of part 4 NBC of India for every 50 students 
in a floor, 1.0 meter wide staircase is required to be provided.)

Required

II) Ground plus 2 or more stories (Height below 15 Mtrs)
1 Fire Extinguishers

(ABC Powder 5 KG capacity 2.Nos for every 600 Sq.Meter built up area 
with minimum 4.Nos per floor.)

Required

2 Hose Reel (1.Nos for ever 1000 Sq.Meter built up area) Required
3. Minimum Two Staircases of Occupant load of First Floor exceed 75 

students.
NOTE:
(As per the clause 4 table 21 of part 4 NBC of India for every 50 students 
in a floor, 1.0 meter wide staircase is required to be provided.)

Required

4 Automatic Sprinkler System in basement (if Basement area exceed 200 
Sq. Meters)

Required

5 Terrace Tank of 10,000 Liters ( 15,000 Liters is Basement area exceed 200 
Sq.Meters)

Required

6 Booster Pump of 450 LPM (900 LPM if Basement area exceed 
200.Sq.Meters).

Required

7. Yard Hydrant on the side not having minimum 6 Mtrs open 
space/Abutting Road of the built area in each floor exceeds 500 M2.

Required



7)    Minimum requirements for fire fighting installations for Hotels (Table 23 part– 4N.B.C 
Of India 2005.  
                                                                                                                                                                             

Hotel (Less than 15 Meters Hiehght)
1)   Covered area not exceeding 300 Sq.Meters on each floor.
Sl. No Particulars of fire fighting installations

1. Fire Extinguishers
(ABC Powder 5 KG capacity 2.Nos for every 600 Sq.Meter built up area with 
minimum 4.Nos per floor.)

Required

2. Hose Reel (1.Nos for ever 1000 Sq.Meter built up area) Required
3. Automatic Sprinkler System in cellar (If the Cellar area exceeds 200 Sq.Meters) Required
4. Manually Operated Electrical Alarm System. Required
5 Over Head Tank 5,000 Ltrs Required
6 Booster Pump of 450 LPM (900 LPM if Basement area exceed 200.Sq.Meters). Required
7 Location of Transformer to be indicated in plan and fire protection to be Provided Required
8 MCB Circuit breakers and Electrical Safety Required
9 Emergency Lighting with 2 Hours Backup& Auto Glow signs Required
10 Whether the staff trained in evacuation/ handling Fire Equipment. Required
11 Provision of openable windows in staircase landing Required

2)  Covered area exceeding 300 M2 nut not more than 1000 Sq.Meters on each floor
1. Fire Extinguishers

(ABC Powder 5 KG capacity 2.Nos for every 600 Sq.Meter built up area with 
minimum 4.Nos per floor.)

Required

2. Hose Reel (1.Nos for ever 1000 Sq.Meter built up area) Required
3. Wet riser (1.Nos for ever 1000 Sq.Meter built up area). Required
4 Automatic Sprinkler System in cellar (If the Cellar area exceeds 200 Sq.Meters) Required
5. Manually operated Electrical Alarm System Required
6 Under Ground Sump of 10,000 Liters for every 500 Sq.Meters covered area 

subject to minimum 50,000 Liters for building with more than Two Stories  i.e  
more than Ground + First Floor

Required

7 Fire Pump near underground Sump – One Jockey Pump of 180 LPM One 
Electrical Pump & One Diesel Pump of 1620 LPM for Building with more than 
two stories i.e more than Ground + First Floor.

Required

8 Overhead Tank of 10,000 Liters Required
9 Booster Pump of 900 LPM. Required
10 Location of Transformer to be indicated in plan and fire protection to be provided Required
11 MCB Circuit breakers and Electrical Safety Required
12 Emergency Lighting with 2 Hours Backup& Auto Glow signs Required
13 Whether the staff trained in evacuation/ handling Fire Equipment. Required
14 Provision of openable windows in staircase landing Required

3) Covered area Exceeding 1000 Sq.Meters on each Floor
1. Fire Extinguishers

(ABC Powder 5 KG capacity 2.Nos for every 600 Sq.Meter built up area with 
minimum 4.Nos per floor.)

Required

2. Hose Reel (1.Nos for ever 1000 Sq.Meter built up area) Required
3. Wet riser (1.Nos for ever 1000 Sq.Meter built up area). Required
4. Yard Hydrant System Required
5 Automatic Detection and Alarm System Required
6 Manually Operated Electrical Alarm System and Automatic Detection and Alarm 

System
Required

7 Under Ground Water Sump of 1,00,000 Liters (required for building with more 
than one stories).

Required

8 Over Head Tank of 10,000 Liters. Required
9 Fire Pump

One Jockey Pump of 180 LPM, One Electrical & One Diesel Pump of 1620 LPM 
(Requires for building with more than one storey).

Required

10 Booster Pump of 900 LPM Required
11 Location of Transformer to be indicated in plan and fire protection to be provided Required
12 MCB Circuit breakers and Electrical Safety Required
13 Emergency Lighting with 2 Hours Backup& Auto Glow signs Required
14 Whether the staff trained in evacuation/ handling Fire Equipment. Required
15 Provision of openable windows in staircase landing Required



7)    Minimum requirements for fire fighting installations for Bar & Restaurant and 
Function Hall (Table 23 part – 4N.B.C Of India 2005.  
                                                                                                                                                                             

Bar & Restaurant and Function Halls (Less than 15 Meters Hiehght)
1)   Less than 10 Meters in height & up to 300 Person capacity. 
Sl. No Particulars of fire fighting installations

1. Fire Extinguishers
(ABC Powder 5 KG capacity 2.Nos for every 600 Sq.Meter built up area with 
minimum 4.Nos per floor.)

Required

2. Hose Reel (1.Nos for ever 1000 Sq.Meter built up area) Required
3. Down Comer (1.Nos for ever 1000 Sq.Meter built up area) Required
4 Automatic Sprinkler System in cellar (If the Cellar area exceeds 200 Sq.Meters) Required
5. Manually Operated Electrical Alarm System Required
6 Over Head Tank 10,000 Liters if there is no cellars area exceeds 200 Sq.Meters & 

15,000 Liters if the cellar area exceeds 200 Sq.Meters.
Required

7 Booster Pump of 450 LPM if there is no cellar or cellar area is less than 200 
Sq.Meters (900 LPM if Basement area exceed 200.Sq.Meters).

Required

8 Location of Transformer to be indicated in plan and fire protection to be Provided Required
9 MCB Circuit breakers and Electrical Safety Required
10 Emergency Lighting with 2 Hours Backup& Auto Glow signs Required
11 Whether the staff trained in evacuation/ handling Fire Equipment. Required
12 Provision of openable windows in staircase landing Required

2)  Less than 10 Meters and More than 300 Persons capacity.
1. Fire Extinguishers

(ABC Powder 5 KG capacity 2.Nos for every 600 Sq.Meter built up area with 
minimum 4.Nos per floor.)

Required

2. Hose Reel (1.Nos for ever 1000 Sq.Meter built up area) Required
3. Down Comer (1.Nos for ever 1000 Sq.Meter built up area) Required
4. Automatic Sprinkler System in cellar (If the Cellar area exceeds 200 Sq.Meters) Required
5. Manually Operated Electrical Alarm System Required
6 Over Head Tank 15,000 Liters if there is no cellar or cellar area less than 200 

Sq.Meters ( 20,000 Liters if the cellar area exceeds 200 Sq.Meters.)
Required

7 Booster Pump of 900 LPM at terrace level. Required
8 Location of Transformer to be indicated in plan and fire protection to be provided Required
9 MCB Circuit breakers and Electrical Safety Required
10 Emergency Lighting with 2 Hours Backup& Auto Glow signs Required
11 Whether the staff trained in evacuation/ handling Fire Equipment. Required
12 Provision of openable windows in staircase landing Required

3) Above 10 Meters nut not exceeding 15 Meters height.
1. Fire Extinguishers

(ABC Powder 5 KG capacity 2.Nos for every 600 Sq.Meter built up area with 
minimum 4.Nos per floor.)

Required

2. Hose Reel (1.Nos for ever 1000 Sq.Meter built up area) Required
3. Wet riser (1.Nos for ever 1000 Sq.Meter built up area). Required
4. Automatic Sprinkler System in cellar (If the Cellar area exceeds 200 Sq.Meters) Required
5 Automatic Detection and Alarm System Required
6. Manually Operated electrical Alarm System Required
7 Under Ground Water Sump of 50,000 Liters. Required
8 Terrace Tank of 5,000 Liters of there is no cellar or cellar area is less than 200 

Sq.Meter and 10,000 Liters if the cellar area exceeds 200 Sq.meters.
Required

9 Fire Pump
One Electrical & One Diesel Pump of 2280 LPM & One Jockey Pump of 180 
LPM near underground sump.&Booster pump of 450LPM(900LPM if cellar area 
exceeds 200 SQm)

Required

10 Location of Transformer to be indicated in plan and fire protection to be provided Required
11 MCB Circuit breakers and Electrical Safety Required
12 Emergency Lighting with 2 Hours Backup& Auto Glow signs Required
13 Whether the staff trained in evacuation/ handling Fire Equipment. Required
14 Provision of openable windows in staircase landing Required



STORAGE BUILDING (NON-MSB)
[ Warehouse, Cold Storage, Freight Depots, Transit, Sheds, Storehouses, Garages etc ]

Minimum requirements for fire fighting installations for Storage Building (Table 23 part – 4N.B.C of India 2005)
1)  Below 15 Meters in height and covered area less than 250 M2.
Sl. No Particulars of fire fighting installations Required

1. Fire Extinguishers
(ABC Powder 5 KG capacity 2.Nos for every 600 Sq.Meter built up area with 
minimum 4.Nos per floor.)

Required

2. Hose Reel (1.Nos for ever 1000 Sq.Meter built up area) Required
3. Automatic Sprinkler System in basement if basement area exceed 200 Sq. Meters Required
4. Underground Sump of 25,000 liters. Required
5. Terrace Tank of 5,000 Liters. Required
6. Fire Pumps 

One Electrical and One Diesel Pump of 1620 LPM and One Jockey Pump of 180 
LPM at ground level and One Booster pump of 450 LPM at terrace Level. 

Required

7. Location of Transformer to be indicated in plan and fire protection to be provided Required
8. MCB Circuit breakers and Electrical Safety Required
9 Emergency Lighting with 2 Hours Battery Backup & Auto Glow Exit Signs. Required
10 The staff shall be trained in evacuation/ handling Fire Equipment Required
11 Provision of openable windows in staircase landing Required

2)   Below 15 Meters in height and covered area more than 250 M2.
a) Ground Floor Only

1. Fire Extinguishers.
(ABC Powder 5 KG capacity 2.Nos for every 600 Sq.Meter built up area with 
minimum 4.Nos per floor.) 

Required

2. Hose Reel. (1.Nos for ever 1000 Sq.Meter built up area) Required
3. Wet Riser (1.Nos for ever 1000 Sq.Meter built up area). Required
4. Yard Hydrant System
5. Automatic Sprinkler System in basement (if basement area exceed 200 Sq. Meters) Required
6. Automatic Detection and Alarm System. Required
7. Underground Sump of 50,000 Liters. Required
8. Terrace Tank 5,000 Liters (10,000 if the Basement exceeds 200 Sq. Meters) Required
9. Fire Pump:

One Electrical and One Diesel pump of 2280 LPM and One Jockey Pump of 180 
LPM at Ground level and one Booster Pump of 450 LPM at terrace level. 

Required

10 Location of Transformer to be indicated in plan and fire protection to be provided Required
11 MCB Circuit breakers and Electrical Safety Required
12 Emergency Lighting with 2 Hours Backup& Auto glow Exit signs Required
13 The staff shall be trained in evacuation/ handling Fire Equipment Required
14 Provision of openable windows in staircase landing Required

b) Ground Plus One Floor
1. Fire Extinguishers.

(ABC Powder 5 KG capacity 2.Nos for every 600 Sq.Meter built up area with 
minimum 4.Nos per floor.) 

Required

2. Hose Reel. (1.Nos for ever 1000 Sq.Meter built up area) Required
3. Wet Riser (1.Nos for ever 1000 Sq.Meter built up area). Required
4. Yard Hydrant System
5. Automatic Sprinkler System in basement (if basement area exceed 200 Sq. Meters) Required
6. Automatic Detection and Alarm System.
7. Underground Sump of 75,000 Liters.
8. Terrace Tank 5,000 Liters (10,000 if the Basement exceeds 200 Sq. Meters) Required
9. Fire Pump:

One Electrical and One Diesel pump of 2280 LPM and One Jockey Pump of 180 
LPM at Ground level and one Booster Pump of 450 LPM at terrace level. 

Required

10 Location of Transformer to be indicated in plan and fire protection to be provided Required
11 MCB Circuit breakers and Electrical Safety Required
12 Emergency Lighting with 2 Hours Battery Backup & Auto Glow Exit Signs. Required
13 The staff shall be trained in evacuation/ handling Fire Equipment Required
14 Provision of openable windows in staircase landing Required

C) More than Ground plus one Floor
1. Fire Extinguishers.

(ABC Powder 5 KG capacity 2.Nos for every 600 Sq.Meter built up area with 
minimum 4.Nos per floor.) 

Required

2. Hose Reel. (1.Nos for ever 1000 Sq.Meter built up area) Required
3. Wet Riser (1.Nos for ever 1000 Sq.Meter built up area). Required
4. Yard Hydrant System Required
5. Automatic Sprinkler System in basement (if basement area exceed 200 Sq. Meters) Required
6. Automatic Detection and Alarm System. Required
7. Underground Sump of 1,00,000 Ltrs Required
8 Terrace Tank 5,000 Liters (10,000 if the Basement exceeds 200 Sq. Meters) Required
9 Fire Pump:

One Electrical and One Diesel pump of 2280 LPM and One Jockey Pump of 180 
LPM at Ground level and one Booster Pump of 450 LPM at terrace level. 

Required

10 Location of Transformer to be indicated in plan and fire protection to be provided Required
11 MCB Circuit breakers and Electrical Safety Required
12 Emergency Lighting with 2 Hours Battery Backup & Auto Glow Exit Signs. Required
13 The staff shall be trained in evacuation/ handling Fire Equipment Required
14 Provision of openable windows in staircase landing Required
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